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FLEXIBLE solutions 
Powered from EUROPE 

Advanced IN-HOUSE 
design 

Improve the quality and 
accuracy of your research
Each researcher will have the best quality and 
highest performance in the full IR wavelength range 
with our advanced infrared cameras. You can even 
detect temperature differences as small as 0.02 °C. 
In combination with the powerful and fast Xenics 
analysis and data acquisition software we can offer 
solutions that suit your specific requirements and 
simplify your research. 

• Art inspection

 Hyperspectral imaging

• Laser beam profiling

 Bio-Medical imaging

• Semiconductor inspection

 Thermal infrared imaging

Applications

 About Xenics
Xenics is a leading developer of innovative infrared 
detection solutions. We design, manufacture and 
sell infrared detectors and cameras, both linescan 
and 2-D, covering the infrared wavelength ranges 
from 0.4 to 14 micrometers.



Smallest TE4-cooled SWIR 

camera for stable imaging

TE4-cooled MCT detector 

0.85 to 2.5 μm sensitivity 

320 x 256 pixels

From 60 Hz to 200 Hz frame rate

USB 2.0 or CameraLink 

Integration times up to 20 msec 

Thermography from 200°C to 
2.000°C

Spectrograph compatible

  Xeva-2.5

  XS
Ultra-compact and plug-and-play 

uncooled SWIR camera

Uncooled InGaAs detector

0.9 to 1.7 μm sensitivity, 
optional VisNIR

320 x 256 pixels

From 60 Hz to 100 Hz frame rate

USB 2.0 

Optional trigger input 

Optional analog out

TrueNUC image correction

Compact uncooled and smart 

SWIR camera for sharp imaging

Uncooled InGaAs detector

0.9 to 1.7 μm sensitivity 

320 x 256 or 640 x 512 pixels

From 25 Hz to 50 Hz frame rate

Ethernet, CameraLink or GigE

Trigger input 

Analog out

Integration time down to 80 nsec 

Two gain modes

Advanced on-board image processing

  Bobcat

  Xeva-1.7
Flexible SWIR camera with 

various control options

TE1-cooled InGaAs detector, 
optional TE3

0.9 to 1.7 μm sensitivity, 
optional VisNIR 

320 x 256 or 640 x 512 pixels

From 60 Hz to 350 Hz frame rate

USB 2.0 or CameraLink 

External trigger input 

TrueNUC image correction 

Thermography from 300°C to 1200°C

Spectrograph compatible

  Xeva-1.7
Flexible SWIR camera with 

various control options

  Xeva-1.7
Flexible SWIR camera with 

various control options



40 kHz high speed SWIR  

line-scan camera

TE1-cooled InGaAs line array, 
optional TE3

0.9 to 1.7 μm sensitivity

512, 1024 or 2048 line pixels 

From 10 kHz to 40 kHz line rate

GigE or CameraLink 

External trigger input 

Square or rectangular pixels

High Dynamic Range and High 
Sensitivity mode features

Spectrograph compatible

  Lynx
Uncooled LWIR camera with 

real-time image processing

Uncooled a-Si detector

8 to 14 μm sensitivity 

384 x 288 or 640 x 480 pixels

From 9 Hz to 50 Hz frame rate

Ethernet, CameraLink or GigE

Trigger input

Analog out

Advanced on-board image processing

Thermography up to 1.200°C

  Gobi

  Onca
MWIR or LWIR camera for high 

performing thermal imaging

Stirling cooled InSb, MCT or QWIP 
detector 

Variations from 1.0 up to 5.0 μm or 
from 7.0 up to 13.0 µm sensitivity 

320 x 256, 384 x 288 or 640 x512 pixels

From 60 Hz to 488 Hz frame rate

GigE or CameraLink and analog out

NETD ≈ 20 mK 

Built-in filter wheel with 5 filter positions 

No need for frequent recalibrations 

SuperFraming for high dynamic range

Thermography up to 2.000°C

  Cheetah
World’s fastest SWIR camera for 

real-time motion analysis

TE1- cooled InGaAs detector, 
optional TE3

0.9 to 1.7 μm sensitivity,  
optional VisNIR 

640 x 512 pixels 

120 Hz to 1730 Hz frame rate 

> 100.000 Hz in windowing mode

GigE or CameraLink

External trigger input 

Optional on-board memory

Spectrograph compatible
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www.xenics.com
www.sinfrared.com

Xenics nv
Headquarters
Ambachtenlaan 44

BE-3001 Leuven

Belgium

T +32 16 38 99 00

sales@xenics.com

Xenics USA, Inc.
North American office
600 Cummings Center,

Suite 166-Y

Beverly, MA 01915-6194, USA

T +1 978 969 1706

sales@xenics-usa.com

Xenics South America
Rua Alvaro Rodrigues 182 SL 44

Cep: 04582-000

São Paulo · SP, Brasil

T +55 11 5561 0778

sales@xenics.com 

sInfraRed Pte, Ltd
Asian sales, manufacturing
and custom solutions office
Blk 28 Sin Ming Lane

#06-143, Midview City

Singapore 573972

T +65 6 47 666 48

sales@sinfrared.com
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